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Technical Specifications

Ducted Evaporative Coolers 

Portable & Spot Coolers 

* Industrial long life construction (heavy duty)

Shop Floor &
Assembly Line

ARCTIC Applications

Factory
Shop Floors

Canteen &
Kitchen Ventilation

Warehouses Cinema
Halls

Residences Green House
& Tea Industry

Schools Showrooms

And many
More...

Religious
Places

OfficesHotels
& Restaurants

Model

Body material

Minimum Evaporation

Efficiency (%)

Special Pre-plasticsized coated galvanised steel

Pad Surface Area (m2)

Pad Thickness (mm)

Connection Load (kw)

Air Discharge Size (mm)

Tank Capacity (Liter)

Dry Weight  (Kgs)*

Fan Type

Power Supply

Overall Dimensions
(L x W x H) (mm)

Centrifugal DIDW (Double inlet Double Width) Centrifugal DIDW (Double inlet Double Width)

230/1Ph/50Hz415/3Ph/50Hz 415/3Ph/50Hz230/1Ph/50Hz

1.14

100

0.61

Free

120

80

Axial

90

750x1150x1550

APC

1.56

100

0.79

400 x 400

110

170

90

1150x1150x950

ASD-20K

2.17

100

1.55

400 x 400

110

205

90

1150x1150x1150

ASD-25K

3.74

100

3.88

650 x 650

190

300

90

1450x1550x1450

ASD-35K

2.17

100

1.55

800 x 500

110

325

90

1150x1150x1650

ATD-25K

3.74

100

3.88

1000 x 600

190

595

90

1450x1550x2150

ATD-35K

1.56

100

0.79

600 x 500

110

165

90

1150x1150x1450

ATD-20K

0.85

60

0.19

440x240

60

62

Axial

80

650x650x1200

ATD-10K

Air Flow (CMH)

 Cooling Space/Area

(Sq.Ft.)

18000

2000

8000 11000 26000

3500 4100 6600

2500 8000 11000 26000

800 3000 3500 5000

Model

Minimum Evaporation

Efficiency (%)

Body material

ADC-20K ADC-25K ADC-35K ADC-L-100K ADC-L-125K

Special Pre-plasticsized coated galvanised steel

90 90

ADC-45K

90

ADC-L-85K

90 90 9090

Pad Thickness (mm)

Fan Type

Duct Connection Size (mm)

Dry Weight  (Kgs)*

Tank Capacity (Liter)

Pad Surface Area (m2)

Overall Dimensions
(L x W x H) (mm)

Power Supply

Connection Load (kw)

Centrifugal DIDW (Double inlet Double Width)

100

400 x 400

200

110

2.17

1150x1150x1150

1.55

100

650x650

295

190

3.74

1450x1550x1450

3.88

100

900x900

565

475

6.06

1750x2350x1750

5.87

100

1100x1100

790

715

9.08

2150x2400x2150

9.67

100

1250x1250

910

1000

13.88

2150x2400x2150

11.75

100

1400x1400

1010

1000

13.88

2300x3300x2500

15.75

415/3Ph/50Hz

100

400x400

165

110

1.56

1150x1150x950

0.79

230/1Ph/50Hz

Air Flow (CMH) 8000 11000 26000 45000 75000 90000 120000


